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R4S0 SERIES | 4-Inch Square Downlights: Trims

TRIMMED OPTIONS

C4322SQ-PL
Platinum Reflector

0 C4322SQ Series
(&) Specification Grade Square Reflector
4-1/2~Inch SQ Aperture, 5-3/4-Inch SQ Trim Flange

Specification Grade Segmented Reflectors. Wet Location approved.

C4322SQ-CLR*-Anodized Clear Specular Reflector Quantity
C4322SQ-PL* -Anodized Platinum Reflector

C4322SQ-WHT -Matte White Painted Reflector

*Available with White Panted Flange, add “~WPF” to end of part number

C4323SQ-PL
Anodized Platinum Wall Wash

0 C43235SQ Series
&) Lensed Wall Wash Trim

4-1/2-Inch SQ Aperture, 5-3/4-Inch SQ Trim Flange
Angled Diffuse Glass Spread Lens. Wet Location approved.

C4322SQDC-SL
Satin Silver Painted Reflector

O C43225QDC Series
&) Die-Cast Specification Grade Square Reflector
C4322SQDF Series

ISOWET Dead Front Square Reflector
4-1/2~1Inch SQ Aperture, 5-3/4-Inch SQ Trim Flange

Specification Grade Die-Cast or Isolated Thermoplastic Reflectors.
Wet Location approved.

C4322SQDC-SL* - Satin Silver Painted
Die-Cast Reflector

C4322SQDC-WHT - Matte White Painted
Die-Cast Reflector
C4322SQDF-SL* - Satin Silver Painted
ISOWET Dead Front Reflector

C4322SQDF-WHT - Matte White Painted
ISOWET Dead Front Reflector
*Available with White Panted Flange, add “~-WPF” to end of part number

Quantity

C4323SQDC-SL
Satin Silver Painted Wall Wash

c C4323SQDC Series
&) Die-Cast Lensed Wall Wash Trim

4-1/2~Inch SQ Aperture, 5-3/4-Inch SQ Trim Flange
Lensed Wall Wash Trim. Wet Location approved.

C4323SQ-CLR* - Anodized Clear Wall Wash
C4323SQ-PL* - Anodized Platinum Wall Wash
C4323SQ-WHT - Matte White Painted Wall Wash
*Available with White Panted Flange, add “~-WPF” to end of part number

Quantity

C4323SQDC-SL* - Satin Silver Painted
C4323SQDC-WHT - Matte White Painted
*Available with White Panted Flange, add “~-WPF” to end of part number

Quantity
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| 4-Inch Square Downlights: Trims

Trimless Options require use of Mud Frame accessory (MF4SQ, ordered separately)

CN4322SQDC-SL
Painted Satin Silver Trimless
Reflector

O CN4322SQDC Series
&) Specification Grade Die-Cast Square Trimless Reflector
4-3/4~Inch SQ Aperture, 5-3/16-Inch SQ Trim Flange
Specification Grade Specular Reflector. Trim cannot be used on
Remodel Housings (R4SQRM). For use with 1/2- to 5/8-inch
ceiling thicknesses only. Wet Location approved.

MF4SQ
Square Mud Frame

MF4SQ Series
Round Mud Frame
8-1/2-Inch SQ
Required for use with trimless options. Adhesive backed
Thermoplastic Mesh Frame, White.

CN4322SQDC-SL - Satin Silver Painted Quantity
Square Trimless Reflector

CN4322SQDC-WHT - Matte White Painted
Square Trimless Reflector

MF4SQ - 4-Inch Square Mud Frame Quantity
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